
It stands out for its portability and reduced weight
Aluminium structure and head

REMOTE CONTROLS

LIGHT 22” TELEPROMPTER

MIRROR  |  HIGH BRIGHTNESS

/ 1,000 NITS version  TVPROMPT LE22M-HB
There is also a version with the same characteristics but with a brightness of 1,000 nits.

/ MIRROR  TVPROMPT LE22M
22-inch LCD monitor
Designed for a reading of up to approximately 12 m
Resolution: up to 1920 × 1080 px. Aspect ratio: 5:4 / 16:9 / 16:10 / 2.35:1 / 2:1 / 1:1.
High brightness of 450 nits. Contrast ratio: 700:1 / 1.000:1
Inputs: VGA, HDMI, CVBS PAL in-out loop and HD/SDI in-out loop.
Power supply: 12 V DC, AC adapter 100-240V, 50-60Hz included in the package.
Specular image (mirror function) as standard on the hardware monitor.
Ultra-clear polarized glass with anti-reflective coating.
Accepts DSLR, shoulder and small handheld cameras with adapter.
Weight of 22-inch TFT flat panel display unit: 7.5 kg
Weight of visor with semi-reflexive glass: 4.5 kg

PROFESSIONAL TELEPROMPTER SOFTWARE

TVPROMPT XPRO v.1.3

TELEPROMPTER display software

TVPROMPT PRO v-7.1

TELEPROMPTER DISPLAY SOFTWARE

TVPROMPT LE v-5.0

TELEPROMPTER DISPLAY SOFTWARE

https:// tvprompt.tv


