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Compact, professional, dual teleprompter for events.

EerlQrDIl |
Maximum recommended reading distance:
2 m.
Connections: VGA, HDMI, CVBS PAL and
HD/SDI inputs.
Aspect ratios: 4:3/16:9/16:10/2.35:1/2:1/1:1.
Resolution: 1920 x 1080.
Image inversion through the monitor itself.
Electrical voltage: 12 V DC, AC adapter
100-240 mm +- 0.5 with rounded corners, R50
mm.
Glass thickness: 3 mm.
Customizable glass inclination.
Telescopic mast for height adjustment.
360° rotation of the glass support.
Material of the structure and monitor:
aluminum.
Weight of the complete system, with
accessories and case: 1722 kg, 197|24 kg,
22"|127 kg.
Warranty: 2 years.

Our Software

TVPROMPT LE | For
conferences, training centers
and local TV stations.

|For
political campaigns, speeches,
producers, singers and
professional TV studios.
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Two motorized metallic structures,
with oor supports.

Two 17%, 19" or 22" TFT-LCD monitors.
Two black metal telescopic masts for
height adjustment.

Two exos to regulate the position of
the glass, adjustable in angle.

Two ultra-clear polarized lenses,
70/30 beam splitter and high precision.
HDMI distributor for up to 4 monitors
(2 prompter + 2 external monitors).
One Pen-Hand V2 wireless handheld
remote control.

Flightcase trolley type, with wheels
and telescopic handle.

Bag for extendable masts.
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Calle Madre Sacramento, 44
50004 Zaragoza (Espafia)
+34 628 336 562

Calle L6pez de Aranda, 35
28027 Madrid (Espafia)
+34 609 336 757
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